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1. Industrial Rotary Screw
2. Industrial Reciprocating
3. Commercial
4. Farm & Home
X. Accessories

Services:
Compressor Diagnosis
Compressor Sizing
Infield Service
System Piping Installation
Air System Auditing 50HP+ 

Product Lines



MASTERLINE  Series

DEPENDAIRE Series C’-AIRE         Series

Custom Products Built To Exacting Specifications

II

Series

Rotary Screw compressors are 
designed to incorporate all 
of the important features of 
a premium machine into 
every model.  This is no
ªbasicº machine that requires 
a series of ªadd-onsº and
individual design decisions.
Every model is a full-featured 
machine designed to incorporate 
only the highest quality compo-
nents into a total package ready 
for installation, start-up and full 
time operation.  

 
 

If you are looking for Quality and Reliability, with Unmatched 
Quiet Operation and Full Featured Machines, all designed 
with exceptional attention paid to functional Simplicity¼
look no further than DanAire.  It's Simply The Best! 
 

C'-Aire II offers a rugged commercial class design product line 
that is an alternative to the limited life and performance product 
found in most retail outlets. No concessions have been made to 
C'-Aire's rigid quality standards to achieve this affordable yet 
competitively superior series of single and two stage, portable, 
stationary and gasoline machines. 

C'-Aire   Has The Right Product For Every Job
Since 1979, C'-Aire has designed, built and distributed conventional and custom air compressors for a variety of markets. A cornerstone 
of the C'-Aire product design philosophy is to utilize a broad range of only the highest quality components to insure that no matter what 
the requirement is, C'-Aire has a model, custom designed, to perfectly match the job. C'-Aire uses many different air compressor pumps 
in its product line, providing the ultimate in versatility and performance. C'-Aire offers four distinct product line series, each designed 
and configured to serve a specific market segment and job requirement.

Widely marketed to the Farm, Home and 
Light Commercial markets, but designed, 
built and delivered by  the same 
craftsmen that have been the leaders in 
the Industrial, Commercial and Automo-
tive markets for 30 years. 

One step above the competition. The wide 
range of products in this series will meet or exceed 
the requirements and expectations for most appli-
cations in the Industrial, Commercial and Automo-
tive markets. Recognized for exceptional quality 
and performance, Dependaire features a broad 
range of pumps made of all cast iron cylinders 
matched with the performance and heat 
dissipating aluminum components. 

Never compromise optimum design¼Dependaire has the right model with 
the right design and components to solve any job challenge.  Compare 
competitively and see for yourself, it is a step above the competition.  
Dependaire, the product line you can depend on. 

The right product choice  for the most 
demanding requirements of Industrial 
applications, with heavy duty cycles.  Five 
all cast iron pumps with disc type heat 
treated alloy steel valves are used across 
the line, insuring that optimum design 
components are matched to the specified 
application. 

Models in the MASTERLINE series are industry recognized as performance and 
reliability leaders¼and they are completely manufactured in the USA.  
Whether it is pressure lubrication, low oil guard, start/stop or constant speed 
unloading controls, you will find a wide range of models with a complete 
offering of features and options that will meet the job requirements.. 

Specialty is not a exception at C'-Aire, after all, ªCustom Built Compressorsº is part of 
our name. Ranging from a one of a kind custom air compressor package to low volume 
niche market specialty machines, C'-Aire often is the ideal solution.  Custom 
compressed air systems for dairy facilities and trailer-mount installation and stucco 
blower units are but three examples. 

C'-Aire distributors always have a partner that is willing to evaluate, participate in the 
design and custom produce specialty products that most manufacturers simply 
cannot respond to. 
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-aire
Product Features

Rotary Screw

Non-Wearing Air End Rotors PLC Controller

Product Specifcations

TEFC Electric Motor and
WYE - Delta Starting Sound Attenuated Cabinet

For Full Details See the Complete DanAire Catolog
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DryPak
Series I

Series II

Series III

Series IV

Series V
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Model HP
SCFM @ PSI Dimensions

DBA115 145 185 L W H
DK10TMD* 10 41 34 28 35 27 35 495 3976 65
DK15TMD* 15 58 52 44 35 27 35 506 5680 66
* EQUIPPED WITH REFRIGERATED AIR DRYER, FILTERS, & DRAINS

DK7.5TKE 7.5 25 22 17 34 25 44 452 2840 68
DK10TKE 10 38 34 28 34 25 44 452 3976 68
DK15TKE 15 58 51 44 34 25 44 496 5680 69

DK20GKN 20 84 73 62 40 30 56 793 2596 71

DK25GKN 25 104 91 76 52 36 56 826 3161 72
DK30TKG 30 127 110 94 52 36 56 870 3799 74
DK40GKN 40 166 149 127 52 36 56 1069 4719 75

DK50GKP 50 212 190 160 65 44 65 1234 3737 75
DK60GKP 60 259 231 192 65 44 65 1389 4405 77
DK75TKK 75 306 271 205 65 44 65 1500 3728 76
** Specifications Subject To Change.

Ship 
WT

RPM 
@145
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MASTERLINE

Product Specifications
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2 Model: CU410822-96V

Model: CU631222-97H

ASME Tank Mount
Vertical or Horizontal 
Positive Pressure Lubricating System
One center O-Ring no complicated pumps or gears.
Automatic Pressure Switch
Start/Stop control or constant speed Head Unloader control.
Safety Relief Valve, Gauge, Tank Drain, and Tank Shut Off Valve
Dry Type Replacement Inlet Filter/Silencer
Totally Enclosed Belt Guard
Electric or Gas Driven
Base Plate Mount

R
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Model HP Phase Volt Tank SCFM Pump RPM L x W x H

CU410822-96H

5

1 230
80H

24.2 18.1
D 96

750
4.5 & 2.31 x 3.5

64

68 x 23 x 52

600
CU410822-96V 80V 32 x 26 x 75
CU430822-96H

3 230/460
80H 68 x 23 x 52

CU430822-96V 80V 32 x 26 x 75
CU411222-96H 1 230

120H 72 x 26 x 53
700

CU431222-96H 3 230/460
CU411222-96V 1 230

120V 34 x 32 x 76
CU431222-96V

3 230/460

CU531222-96H

7.5

120H
28.5 23.2 885

76 x 26 x 57 890
CU531222-96V 120V 34 x 35 x 78 890
CU530822-79H 80H

34 27.6 C 79 885 5 & 2.5 x 3.5

68 x 23 x 52
700

CU530822-79V 80V 34 x 35 x 79
CU531222-79H 120H 76 x 34 x 35 900
CU531222-79V 120V 34 x 35 x 79 900
CU631222-97H 10 120H 47.9 38.7 D 97 725

6.25 & 3.375 x 3.75
80

76 x 28 x 61 1180
CU732422-97H

15
240H 58.3 49 D 97 875 90 x 33 x 68 1765

CU731222-89H 120H
75.1 55.9 C 89 900 7 & 3.275 x 3.75

76 x 28 x 58 1450
CU732422-89H

240H 90 x 33 x 68
1810

CU832481-98H 20 95.9 73.2
C 98

750
7.5 & 4.1875 x 5 192

2300
CU932481-98H 25 121.4 91 950 2400

Base Unit = 0 Example: CU410020-96BP

with/Low Oil Guard = 1 Example: CU410821-96H
with/Starter = 2 Example: CU410822-96H
with/Starter and Low Oil Guard = 3 Example: CU410823-96H
** Specifications Subject To Change.

CFM 
Displ.

H & L Pressure Bore x 
Stroke

Oil 
Cap.
oz

Ship 
WT.

NOTE: These compressor can be ordered with a starter and a low oil guard. To order these accessories change the last 
digit before the "-" to the following number:

It is not recommended to mount the magnetic 
starter on compressors over 15 HP
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DEPENDAIRE

Product Specifications
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Model: CK631222-60H Model: GK7206TTH

Model: GU160350-71HC

Model:  CK410822-30V

R

Website:  www.c-aireinc.com                                E-Mail:  sales@caireinc.net
26549 FALLBROOK AVE  WYOMING, MN 55092             Phone: (800) 762-2247                       FAX: (651) 462-1232

Model HP Phase Volt Tank SCFM Pump RPM H & L Bore x Stroke L x W x H

CK410822-30H

5
1 230

80H

22.5 17.0 K-30 878 4.13 & 2.05 x 3.31 44

67 x 20 x 47

533
CK410822-30V 80V 34 x 26 x 75
CK430822-30H

3 230/460
80H 67 x 20 x 47

CK430822-30V 80V 34 x 26 x 75
CU510822-96H

7.5
1 230

80H

29.4 23.5 D-96 910 4.50 & 2.31 x 3.50 64

67 x 20 x 47

766
CU510822-96V 80V 36 x 30 x 80
CU530822-96H

3 230/460

80H 67 x 20 x 47
CU530822-96V 80V 36 x 30 x 80
CK631222-60H 10

120H
46.1 34.5 K-60 900 (2) 4.13 & (2) 2.05 x 3.31 91

72 x 24 x 56
845

CU731222-97H 15 58.0 49.5 D-97 860 6.25 & 3.375 x 3.75
80

1065
CU831222-89H 20 78.1 65.1 C-89 935 7.0 & 3.375 x 3.75 1095

Single Stage Contractor
PK6105TTCSS 1.9 1 115 8TT 10.7 6.9 K-17 870 (2)  2.61 & 1.97 30 42 x 23 x 25 175

Two Stage Gas Starter Engine
GK090350-30HC 9 Honda 30H 22.5 17.0 K-30 878 4.13 & 2.05 x 3.31 44 42 x 17 x 41 350
GU160350-71HC 16 Briggs 30H 40.7 32.5 E-71 977 3.93 & 3.15 x 2.76 80 42 x 20 x 49 550
GK110350-30HH 11

Honda
30H

26.9 20.3 K-30 1050 4.13 & 2.05 x 3.31 44
42 x 17 x 41 360

GK110153-30HH 11 10TT 48 x 23 x 26 300
Single Stage Gas

GK7206TTH 5.5 Honda 8TT 13.4 10.0 K-18 990 (2)  2.75 & 1.97 32 42 x 23 x 25 220
** Specifications Subject To Change.

CFM 
Displ.

Oil 
Cap.
oz

Ship 
WT.

EL 
12V 
No 

Batt.



Website:  www.c-aireinc.com  E-Mail:  sales@caireinc.net
26549 FALLBROOK AVE  WYOMING, MN 55092                              Phone: (800) 762-2247          FAX: (651) 462-1232

-aire II
Product Specifications Model: CT780V30
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4

Model: PF4022

Model: PG5022

Model:CF460V25* 

Model: CF660V36*
Model:  CT560V25*

Model: CT580V28*

R

Model Phase Volt Tank SCFM Pump L x W x H

Single Stage Stationary
CF460V25* 1.6 4 1 115 60V 9.5 7.2 F25 2 2.61 x 1.97 18.7 23 x 21 x 68 279
CF660V36* 3 5 1 230 60V 14.9 10.5 F36 2 2.96 x 1.97 18.7 23 x 21 x 68 280

Two Stage Stationary
CT560V25* 3 5 1 230 60V 14.8 11.1 K25 2 3.54 & 1.97 x 2.56 62 31 x 21 x 74 270
CT580V28* 5 N/A 1 230 80V 21.5 16 K28 2 3.74 & 1.97 x 2.56 62 33 x 25 x 69 430
CT780V30* 7.5 N/A 1 230 80V 32.6 24.4 K30 2 4.13 & 2.05 x 3.31 44 33 x 25 x 75 500

Single Stage Portable Electric

Model Phase Volt Tank Pump Oil Cap. L x W x H

PF4022 1.6 4 1 115 22H 9.5 7.2 F25 2 2.61 x 1.97 18.7 31 x 21 x 33 175
PF5022 3 5 1 230 22H 13.2 9.5 F25 2 2.61 x 1.97 18.7 31 x 21 x 33 176

Single Stage Portable Gasoline

Model HP Engine Volt Tank Pump Oil Cap. L x W x H

PG5022 5.5 Briggs N/A 22H 13 8.5 F25 2 2.61 x 1.97 18.7 31 x 21 x 33 165
PG5008TT 5.5 Briggs N/A 8TT 13 8.5 F25 2 2.61 x 1.97 18.7 42 x 23 x 25 165

* Will have motor type designation number on the se rial number tag.
** Specifications Subject To Change.

USED 
HP

Peak 
HP

CFM 
Displ.

Cyl.
L & H Bore x 

Stroke
Oil Cap. 

oz
Ship 
WT.

USED 
HP

Peak 
HP

CFM 
Displ.

SCFM 
@ 90

Cyl.
L & H Bore x 

Stroke
Ship 
WT.

CFM 
Displ.

SCFM 
@ 90

Cyl.
L & H Bore x 

Stroke
Ship 
WT.



Accessories by C'-Aire__________________________
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Part Number VPC 661949 MP Description

1
140-0006 -10001-7 5 Load Genie, 3/8” CPR x 1/4” MPT
140-0012 -10002-4 5 Load Genie, 1/2” CPR x 3/8” MPT

2
140-0025 -10003-1 10 Tank Ball Valve, 1/4” NPT
140-0050 -10004-8 10 Tank Ball Valve, 1/2” NPT

3
140-0125 -10005-5 10 ASME Safety Valve, 125 PSI, 1/4” NPT
140-0150 -10006-2 10 ASME Safety Valve, 150 PSI, 1/4” NPT
140-0200 -10007-9 10 ASME Safety Valve, 200 PSI, 1/4” NPT

4 140-0604 -10009-3 10 Petcock, 1/4” NPT
5 140-1000 -10010-9 5 Foot Tank Drain Valve, 1/4” NPT
6 140-1250 -10011-6 2 Pilot Unloader Valve, 80-175 PSI
7 140-1125 -10012-3 5 Air Tank Manifold, with 125 PSI Safety Valve
8 140-2125 -10013-0 5 Carry Tank manifold, with 125 PSI Safety Valve
9 140-5000 -10014-7 2 Horizontal Check Valve, 1/2” FPT x 1/2” FPT

10
140-5050 -10015-4 5
140-7575 -10016-1 5

11

210-0043 -10017-8 10 Single Stage Filter Element, Used on K3 – K8 Pumps
210-0238 -10018-5 10 Two Stage Filter Element, Used on K25, K30, K60, and K100 Pumps
210-0294 -10019-2 10 Two Stage Filter Element, Used on K28 Pump
210-0450 -10020-5 10 Single Stage Filter Element, Used on F25, F36 Pumps
210-0739 -10021-5 10 Two Stage Filter Element, Used on D96 Pump and Others

12

230-2700 -10022-2 2
230-6954 -10023-9 5 Two Stage Pressure Switch, 145-175 PSI 
230-6955 -10024-6 5 Single Stage Pressure Switch, 95-125 PSI
230-6992 -10034-5 5 Two Stage Pressure Switch, 110-140 PSI

13
250-0014 -10025-3 5 1/4” Mini Regulator, 1/8” Gauge Port
250-1400 -10026-0 5 1/4” Mini Filter
250-1400 -10027-7 5 1/4” Filter/Regulator, 1/8” Gauge Port 

14 250-1003 -10028-4 5 Tank Vibration Pad, (2) Per Package 

15

260-2001 -10029-1 10 200 PSI Gauge, 1/4” NPT Bottom Mount, Used on Single Stage
260-2002 -10030-7 10 200 PSI Gauge, 1/4” NPT Center Mount, Used on Single Stage
260-3001 -10031-4 10 300 PSI Gauge, 1/4” NPT Bottom Mount, Used on Two Stage
260-3002 -10032-1 10 300 PSI Gauge, 1/4” NPT Center Mount, Used on Two Stage
261-1602 -10033-8 5 160 PSI Gauge, 1/8” NPT Center Mount, Used on Regulators/Filters
293-0325 5 Air Hose, 3/8” x 30” Safety Orange Tool Whip
293-2525 Air Hose, 3/8” x 25' With Strain Reliefs, Safety Orange
293-3525 Air Hose, 3/8” x 35' With Strain Reliefs, Safety Orange
293-5025 Air Hose, 3/8” x 50' With Strain Reliefs, Safety Orange
293-2525 10 Master Pack, 25' Air Hose with Merchandise Display Box
293-3525 08 Master Pack, 35' Air Hose with Merchandise Display Box
293-5025 06 Master Pack, 50' Air Hose with Merchandise Display Box
293-2525R Air Hose, 3/8” x 25' With Strain Reliefs, Safety Red
293-5025R Air Hose, 3/8” x 50' With Strain Reliefs, Safety Red

16
LU25 QT Air Compressor Oil, 1 Quart, Also,  6 and 24 QT Case Available.
LU25 GAL Air Compressor Oil, 1 Gallon, Also, 4 Gallon Case Available

S

100-0019
100-0238 Installation/Maintenance Kit, K25, K30, K60, and K100 Pump Models
100-0294 Installation/Maintenance Kit, K28 Pump Models
100-0739 Installation/Maintenance Kit, D96 Pump Models and Others

Vertical Intank Check Valve, 1/2” CPR x 1/2” MPT 
Vertical Intank Check Valve, 3/4” CPR x 3/4” MPT

Pressure Switch Unloader, Used on Furnas Switches

Installation/Maintenance Kit, Larger Masterline and Others
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Moisture Separators
Model # Port Drain

S-50 AD 1/2" Auto
S-50 M 1/2" Manual
S-100 AD 3/4" Auto
S-100 M 3/4" Manual
S-200 M 1" Manual
S-300 M 1 1/2" Manual

Vibration Eliminator Hose

Part Number Size Description

1005 1/2" x 12"
1006 3/4" x 12"
1007 1" x 12"
1008 1 1/4" x 18"
1009 1 1/2" x 18"
1011 2" x 18"

Flexable woven 
metal hose. 

Includes MPT 
ends. Larger 

Variable Length 
hoses available.

Portable Tanks

Gal PSI WT Platform Code

P3 22NC 22 125 1 stage —
P2 22C 22 74

52

32
165 1 stage ASME

P3 CT9C 9 165 Carry Tank ASME

Part 
Number

8

Accessories by C'-Aire_____________________________X

C

D
I

A

B

G

G
H

F

Regenerative Twin Tower System

100 PSI 150 PSI Purge
CDMH 1 1.1 1.6 0.3 3/8” 10F17EH
CDMH 2 2.4 3.5 0.6 3/8” 10F17EH
CDHR 3 3 4.3 0.8 3/8” 10F17EH
CDHR 6 6 8.6 1.6 3/8” 10F17EH

CDHR 12 12 17.2 3.2 3/8” 11F27EH
CDHR 25 25 35.8 5.4 1/2” 12F47EH
CDHR 50 50 71.7 10.8 1/2” P3F98DQ

Model 
Number

SCFM Capacity 100 o F NPT Air 
Connection

Pre-Filter 
System

Desiccant Drying Systems

Part Number Description SCFM PSI

FR D10-04K 3 Piece System 1/2” NPT 20 200
FR D10-04 Desiccant Canister 20 200
FR 704094 1 Qt. Bulk Desiccant
FR 704096 1 Gal. Bulk Desiccant

Single Point Dryer -40 0 F

DRI-AIRE 

Plant
Air Line

Electric 
Automatic 

Drain 

Manual Bypass Coalescing Filter 

Dryer 
Prefilter 

Moisture 
Separator 

Air Cooled Aftercool er 

Metal Flex Hose 
Refrigerated Aire Dryer 

Automatic 
Drain
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E

Kit Contents NPT SCFM
10F17EH (1) 10F17EC (1) 10F17HC 1/4” 6
11F27EH (1) 11F27EC (1) 11F27HC 3/8” 20
12F37EH (1) 11F37EC (1) 11F37HC 1/2” 40
12F47EH (1) 12F47EH (1)12F47HC 3/4” 50
P3F98DQ (1) P3NF98DA (1) P3NF98QA 1” 80
30F77EQ (1) P3NF9PQA (1) 30F77E 1 1/2” 200
30F77EH (1) 30F77E (1) 30F77H 1 1/2” 350

Includes elements, metal bowls, and automatic drains.

Dryer Prefilter Kits
Part 

Number

Volts Air In/Out
Physical Dimensions

1 Stage 2 Stage Rotary L W H WT
CUA-20 16 20 30 115V 945 1/2” FPT 13” 19” 40” 30
CUA-35 30 35 58 STD 945 1/2” FPT 13” 19” 40” 35
CUA-50 42 50 79 230V 945 1 FPT 16” 15” 43” 65
CUA-100 87 100 140 OPT 945 1 1/2” FPT 26” 15” 43” 68

Air Cooled Aftercoolers with Moisture Separator
Model 

Number
SCFM Capacity at 15 oF TD 100-125 PSIG Fan 

CFM

ASME Stationary Tanks

Gal PSI WT Tank

V3 60-150 60 150 175 1 Stage Vertical
V3 80-200 80 200 275 2 Stage Vertical
H3 80-200 80 200 251 2 Stage Horizontal

H3 120-200 120 200 413 2 Stage Horizontal
V2 120-200 120 200 395 None Vertical
V2 240-200 240 200 612 None Vertical

Part 
Number

Platform 
Style

Refrigerated Air Dryers
Capacity

STD

CDA-20 20 26 1, 2, 3 1/2" 12F37EH
CDA-25 25 33

3/4" 12F47EHCDA-35 35 46
CDA-50 50 65
CDA-75 75 98

1" P3F98DQ
CDA-100 100 130
CDA-125 125 163

1, 3, 4
1 1/2” 30F77EQCDA-150 150 195

230V
CDA-200 200 260
CDA-250 250 325

2” 30F77EHX
CDA-300 300 390

Model 
Number

NPT 
Conv

1 PH 
Elec

Pre-Filter 
Kit35-38oF 50oF

115V 
STD 
230V 
OPT

1, 2, 3, 
4

Standard Features: 1) On/Off Switch 2)Power Cord 3) Suction 
Pressure Gauge 4) Electric Drain  5) Start/Stop Protection Circuit 

and Low Pressure Gauge.  ** 3 Phase Available on 250 and Larger. 
NOTE: Larger Sizes Available.



Alternators

HP Voltage Note

47AB10BX Up To 25
Specify

SV-VOLT

Part 
Number

Some compressors 
require solenoid 

unloading valve and 
69HA12S

Solenoid 
Valve

Oil Removing Filters

Description

11F27EC 3/8” x 3/8” Coalescing, 4.4 oz Grade  6 30
11F27HC 3/8” x 3/8” Coalescing, 4.4 oz Grade 10 60
12F37EC 1/2” x 1/2” Coalescing, 7.2 oz Grade  6 75
12F37HC 1/2” x 1/2” Coalescing, 7.2 oz Grade  10 140
12F47EC 3/4” x 3/4” Coalescing, 18.0 oz Grade 6 80
12F47HC 3/4” x 3/4” Coalescing, 18.0 oz Grade 10 140

P3NF98DA 1” x 1”   Coalescing, 18.0 oz Grade 6 140
P3NF98QA 1” x 1”   Coalescing, 18.0 oz Grade 10 200
P3NF9PDA 1 1/2” x 1 1/2” Coalescing, 18.0 oz Grade 6 150
P3NF9PQA 1 1/2” x 1 1/2” Coalescing, 18.0 oz Grade 10 300

30F77E 1 1/2” x 1 1/2” Coalescing, 18.0 oz Grade  6 350
30F77H 1 1/2” x 1 1/2” Coalescing, 18.0 oz Grade 10 600

Part 
Number

Max 
SCFM

9
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Air Line Regulators

Description SCFM*

06R215A 3/8" x 3/8" x 1/4" Regulator 60 250
07R315A 1/2" x 1/2" x 1/4" Regulator 90 250
07R415A 3/4" x 3/4" x 1/4" Regulator 90 250

P3NRA98B 200 250

Part 
Number

Max 
PSI

1" x 1" x 1/4" High Flow 
Regulator

Filter/Regulator Combos

Description SCFM*

06E27B15A 3/8" x 3/8" x 1/4" Combo 55 250
07E37B15A 1/2" x 1/2" x 1/4" Combo 90 250

Part 
Number

Max 
PSI

Air Line Filters

Description SCFM*

06F27B 3/8" x 3/8"     4.4 oz Bowl 80 250
07F37B 1/2" x 1/2"     8.0 oz Bowl 130 250
07F47B 3/4" x 3/4"     8.0 oz Bowl 145 250

P3NF98ESA      1" x 1"      18.0 oz Bowl 270 250

P3NF9PESA 1 1/2" x 1 1/2" 18.0 oz Bowl 310 250

SCFM Rated @ 90 PSI

Part 
Number

Max 
PSI

All the above filters have automatic drains, metal bowls, 
and 5 micron elements.

J

K

P

P

Q

Q

R

R

T

L

M

M

S

S

N

Duplex Starter Panels

PH Volts Includes

DP225GEB 3 1 20 230

DP340GEU 7.5 1 4 230

DP225HEP 10 3 20 460

DP460GEE 20 3 60 230

DP340HEU 25 3 40 460

Part 
Number

Max 
HP

Max 
AMPS

(1) Alternator             
(2) starters                
(2) Pressure Switches 
(2) Solenoid unloaders 
(1) A-B-ON Isolation 
Switch

Automatic Tank Drains

Part Number Voltage WT Description

CRDV177K 1.5
   115V    
1 Phase

Electric/Automatic 
Drain

O

O

X
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Installation/Maintenance Kits

Part Number Description

100-0019
100-0238 For K25, K30, K60, and K100 Pump Models
100-0294 For K28 Pump Models
100-0739 For D96 Pump Models

For Masterline and other large units.

OSHA requires proper installation of compressors. Kit contains 
Vibration pads, Steel Braided Hose, Foot Drain Valve, 2 Air Filters, 

1 Gallon of C'-Aire Compressor Oil, and 4 3/8 Anchor Bolts

Pressure Switches
Part Number Description

69MB54R

69MB57R

69MC7Y

40/200 PSI Range, 145-175 PSI Setting 
for 2 stage use

Same as GHG2J63 with 100-200 PSI 
Range, 90-120 Set

100/200 PSI Range, 90/120 PSI setting. 
With unloader, no on/off LEVER 1.8HP, 

115V – 3HP, 230V rated.

Starters, 200/230 Volt*

Part Number Phase O/L

DPSG32V09 5 1 30 1B
DPSG23V09 5 3 20 3B
DPSG42V09 7.5 1 40 1B
DPSG43V09 10 3 40 3B
DPSG53V09 15 3 50 3B
DPSG63V09 20 3 60 3C
DPSG73V09 25 3 75 3C

* 120 and 460 Volt Starters Available

Max 
HP

Max 
Amps

Heater 
Selection

Select the max 
amp draw from 
the motor name 
plate. We will 

supply the 
proper heater 

amp.

Air Compressor Oil
Part Number Size
LU25 QT 1 Quart
LU25 GAL 1 Gallon

LU 46 20
5 Gallon Rotary Screw Oil 
PAO Synthetic 4000+ HR



Pumps by C'-Aire______________________________

10Model: K25 Model: K28 Model: K30

Model: K03 Model: K08

Model: K60

Model: K17

Model: F36AModel: F25A

Tw o Stage K25 K28 K30 K30HU K60

HP 3 - 5 5 5, 7.5 5, 7.5 10, 15

Max PSI 175 175 175 175 175

20.4 CFM @ 1400 RPM 23.0 CFM @ 1400 RPM 35.9 CFM @ 1400 RPM 35.9 CFM @ 1400 RPM 71.9 CFM @ 1400 RPM

Cylinders 2 2 2 2 4

Bore/Stroke 3.54 & 1.97 x 2.56 3.74 & 1.97 x 2.56 4.13 & 2.05 x 3.31 4.13 & 2.05 x 3.31 4.13 & 2.05 x 3.31

Weight 45  lbs. 57.8 lbs. 82.9 lbs. 82.9 lbs. 117.5 lbs.

Oil Cap. 62 oz 62 oz 44 oz 44 oz 91 oz

Valve Type Reed Reed Reed Reed Reed

L x W x H 15.2 x 12.2 x 16.3 16 2/7 x 12 1/5 x 16 3/5 16 2/7 x 12 1/5 x 16 3/5 16 2/7 x 12 1/5 x 16 3/5 16 2/7 x 14 1/5 x 15 4/5

BW x BL 9 x 7.25 7.5 x 9 10 x 8.75 10 x 8.75 13 x 11

Material Cast iron cylinder w /aluminum head and crankcase

Displ. @ RPM

Single Stage F25A F36A

HP 2-5 2-6

Max PSI 125 125

14.1 CFM @ 1200 RPM 15.6 @ 1000 RPM

Cylinders 2 2

Bore/Stroke 2.56 x 2.0 3.0 x 2.0

Weight 60 lbs. 61 lbs.

Oil Cap. 20 oz 18.7 oz

Valve Type Reed Reed

L x W x H 8 x 8.5 x 14.25 8 x 8.5 x 14.25

BW x BL 8 x 8.5 8 x 8.5

Material Cast Iron w /aluminum heads

Single Stage K03 K08 K17 K18 K35

HP 1 1.5 2 - 5 3 - 5 5

Max PSI 130 130 125 125 125

4.34 @ 1400 RPM 7.31 @ 1400 RPM 13.4 @ 1200 RPM 15.0 @ 1200 RPM 30.2 CFM @ 800 RPM

Cylinders 1 1 2 2 2

Bore/Stroke 2.08 x 1.57 2.61 x 1.81 2.61 x 1.97 2.75 x 1.97 3.54 x 3.31

Weight 12 lbs. 18 lbs. 33 lbs. 60 lbs. 61 lbs.

Oil Cap. 6.4 oz 13.28 oz 30oz 32oz 30oz

Valve Type Reed Reed Reed Reed Reed

L x W x H 6.5 x 8 6.5 x 4.5 x 12.375 12.6 x 10.2 12.6 x 10.4 x 14.7 15.8 x 14.2 x 3.31

BW x BL 6.375 x 4.5 7.5 x 4.5 6 x 8 6 x 8 10 x 8.5

Material Cast iron cylinder w /aluminum head and crankcase

Displ. @ RPM

Displ. @ RPM
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Model: F 95V2 Model: F 95W2

Model: C89Model: D96 Model: D97

Model: E71

Model: DF 05 Model: DF 10

Tw o Stage E 71

HP 7.5, 10

Max PSI 175

41.0 CFM @ 1000 RPM

Cylinders 3

Bore/Stroke 3.93 & 3.15 x 2.75

Weight 270 lbs.

Oil Cap. 80oz

Valve Type Spring & Disc

L x W x H 26 . 16 . 20.5

BW x BL 15 x 9

Material Cast Iron

Lubrication Splash Lubed

Tw o Stage F 95V2 F 95W2 DF 05 DF 10

HP 5 7.5,  10 5 7.5,  10

Max PSI 175 157 175 175

20.3 @ 1000 RPM 40.9 @ 1000 RPM 22.0 @ 800 RPM 43.5 @ 800 RPM

Cylinders 2 3 2 4

Bore/Stroke 3.75 & 2.17 x 3.15 3.75 & 2.96 x 3.15 4.125 & 2.125 x 3.5 4.125 & 2.125 x 3.5

Weight 134 lbs. 157 lbs. 220 lbs. 310 lbs.

Oil Cap. 55oz 61oz 50oz 50oz

Valve Type Reed Reed Disc Disc

L x W x H  21" x 16 3/4" x 16 1/4" 24" x 15" x 20 1/2" 16 1/2" x 19 1/8" x 20 1/4" 27" x 20" x 18 1/2"

BW x BL 6 1/4" x 11 1/2" 6 3/8" x 11 1/2" 9" x 7 3/4" 9 5/8" x 9 18"

Material Cast Iron

Displ. @ RPM

Displ. @ RPM

Tw o Stage D 96 C 79 D 97 C 89 C 98

HP 5 7.5 10 15 20, 25

Max PSI 175 200 200 200 200

25.8 CFM @ 800 RPM 35.8 CFM @ 900 RPM 59.9 CFM @ 900 RPM 79.2 CFM @ 950 RPM 121.4 CFM @ 950 RPM

Cylinders 2 2 2 2 2

Bore/Stroke 4.5 & 2 5/16 x 3.5 5 & 2.5 x 3.5 6 1/4 & 3 3/8 x 3 3/4 7 & 3 3/8 x 3 3/4 71/2 & 4 3/16 x 5

Weight 192 lbs. 200 lbs. 480 lbs. 470 lbs. 880 lbs.

Oil Cap. 64 oz. 64 oz. 80 oz. 80 oz. 192 oz.

Valve Type Disc Spring & Disc Spring & Disc Disc Disc

L x W x H 16 3/8 x 19 x 23 16 3/8 x 18 7/8 x 21 7/8 17 7/8 x 24 1/7 17 7/8 x 24 1/8 x 26 ½ 20 x 31 5/8 x 28 ½

BW x BL 12 x 10 11.875 x 10.125 14 x 14 14 x 14 16 x 22.125

Material Cast Iron Cast Iron Cast Iron Cast Iron Cast Iron

Lubrication

Displ. @ RPM

Pressure Centro Ring

Website:  www.c-aireinc.com                                        Phone: (800) 762-2247
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ANALYZE  YOUR  AP P LICATION!  IT  MEANS  E VE R YTHING ! 

YOU S HOULD C ONS IDER  THE  FOLLOWING  P OINTS !  

The compressor unit should be selected carefully to 
match your specific application. If your selection is 
based on how much you save now, you will spend 
many times more than those savings in the future. 

A Prefilter kit upstream of a properly sized  
refrigerated dryer, will protect the dryer from any  
particle liquid moisture or oil that’s normally found 
in air systems. This will insure proper performance 
and long li fe of the dryer. 

Proper installation and maintenance is not only a 
good idea, but it’s the law. OSHA requires a properly 
mounted unit. Our installation kit contains all the 
items needed for proper installation and good 
maintenance. 

Moisture in the air system is an inherent condition 
of compressed air. The air cooled aftercooler with  
a moisture drain is the start of a well designed  
system delivering a clean and dry supply of air. 

The refrigerated dryer is the heart of a good dry air 
system. It lowers the temperature of the incoming air 
to 35° F which causes the gas moisture to liquify. 
That is then trapped in a filter separator equipped 
with a timed electric drain. The air is then reheated 
to the ambient temperature. 

If your process air is plumbed to areas that are  
subjected to sub-freezing temperatures, the  
regenerative twin tower drying system will be the 
answer to this condition with the – 40° F dew point 
air it delivers. The towers contain a media that  
attracts moisture in it’s gaseous form.   

SYSTEMS by C’-AIRE 
The correct approach to the system 

that will deliver clean, dry AIRE 

For use from fun to serious hobby . . 
See the C-Aire II  Section.  

Going  to areas of cold or below 
freezing temperatures with your 
process compressed airlines?  
You should review the items in  
Key 

Special needs can be met by our skilled application 
design specialists. C-Aire can custom make parts to 
fit your compressed air requirements. We are special-
ists in compressor repairs and also have a complete 
air system design and installation  department to  
handle your turn-key needs. 

Are you in serious need of a 
dependable supply of com-
pressed air for your factory or 
large commercial application? 
You should ask for our heavy 
duty pressure lubricated 

Know your maximum PSI requirements. Even if it’s only 
one tool for a very short time, they must be met. You can’t 
make it up with more CFM or more horsepower. Be sure to 
let us help you with your applications  and questions. 

CFM requirements must be reviewed to determine your 
heaviest demands and the time duration of them. This is the 
duty cycle that makes or breaks the selection of even the 
best. Call us for the location of your local C-Aire dealer.  

If you have heavy or steady air demands, our Rotary Line of compressors may 
better fit your needs. Ask us about the abilities of these workhorses. 
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Website:  www.c-aireinc.com                                  E-Mail:  sales@caireinc.net
26549 FALLBROOK AVE  WYOMING, MN 55092             Phone: (800) 762-2247            FAX: (651) 462-1232
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